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OPW EDGE™ Double-Wall
Spill Containers

Designed in collaboration with contractors
and end-users, the OPW EDGE™ Double-
Wall Spill Container installs in the same
space as single-wall buckets. The EDGE™
delivers best-in-class features that
significantly improve reliability, installation,
testing and ease of serviceability. The
EDGE" exceeds the performance levels of
all other double-wall spill containers.

@ Unbeatable installation ease
@ Uses existing riser pipe
@ Unparalleled serviceability

@ Superior quality

@ Significantly reduces installation time
and labor costs

16-5/8"

16-17/32"

Weight: 120 Ibs. (54.5 kg.)

Grade level
i to riser pipe

www.opwglobal.com

Materials

Cover: Castiron

Mounting ring: Duragard® coated ductile
iron

Bellows: Polyethylene
Base: Cast iron E-coating
Clamps: Stainless steel
Seals: Buna-N

Features

@ Top Mounted Vacuum Test Port
* For quick and easy access
@ Superior Visual Gauge
* No messy dipsticks to contend with

« Significantly simplifies and reduces
testing time

& Ease of Access to the Electronic
Sensor for Testing

* Easy access for testing

* Located to eliminate damage potential
during product drops

@ Roto-Molded Primary & Secondary
Buckets

* Thicker walls for greater durability and
reliability

@ Ribbed Polyethylene Skirt Design
* Roto-molded for long-life durability
* Provides rigidity for added durability

« Provides handles on all sides for ease
of installation

4 Patent-Pending Socket Design

* Enables the EDGE™ to install into the
space of a single-wall spill container

* Helps to align bucket on riser

4 Patent-Pending Ledge Design

* Provides machined sealing face for
drop tube

* Improves overall drop tube sealing
integrity

* Eliminates face seal adaptors or
de-burring of the riser pipe to obtain
a flat surface for the drop tube

& Patent-Pending Removable Adaptor

* Allows for quick and easy access to
drop tube

* Eliminates the need for cumbersome
chain wrenches

¢ Bellow Seals
+ Improves overall sealing integrity

* Eliminates mess and curing time found
in sealants

* Reduces service time and costs

Listings and
Certifications

g INORTH.
APPROVED UNDER

MEETS ALL

CAROLINA]
COMPLIANCE; \
REQUIREMENTS, ;%

56 9393 Princeton-Glendale Road = Hamilton, Ohio USA 45011 = Phone: (800) 422-2525 < Fax: (800) 421-3297

California Air Resources Board
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QTY | DESCRIPTION

4 4" NPT SERVICE FITTING WITH 12"x12*“ STRIKER PLATE

1 4" NPT MONITOR FITTING

1 OPTIONAL 18" DIA. HYDROSTATIC MONITORING RESERVOIR WITH 4* NPT FITTING XERXES®

22" DIA. MANWAY WITH 3-4" NPT FITTINGS IN COVER & 4-12"x12" STRIKER PLATES a ZcL company
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OPTIONAL 18" PREFABRICATED CONCRETE DEADMAN CAP. 20,000 GALLONS
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10* DIA. DOUBLE-WALL
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OPTIONAL 18* PREFABRICATED CONCRETE DEADMAN (4 DEADMEN REQUIRED PER TANK) CAP. 12,000 x 8,000 GALLONS
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TLS-350 Plus

enhanced CPU  processor
to support multi-tank and

multi-application systems.

Modular design meets current
business and regulatory require-
ments, with expansion capabilities
for future needs

The TLS-350 Plus lets you choose the exact
set of compliance and fuel management fea-
tures you need today. As regulatory require-
ments and your business needs change, the
flexible TLS-350 Plus platform allows you to
add new features tomorrow. A safe invest-
ment. A smart decision.

Leading-edge leak detection
technology

The TLS-350 Plus has defined the industry
standard for tank monitoring systems with:
advanced magnetostrictive probe technolo-
gies offering 0.2 GPH monthly monitoring
and 0.1 GPH volumetric tank testing; accu-
rate, automatic, electronic line leak detec-
tion; 4SITE advanced technology sensors;
and a complete line of standard leak sensors
to monitor double-wall tanks, containment
sumps, and wet and dry wells.

For 24-hour stations and high-volume oper-
ations, Continuous Statistical Leak Detection
(CSLD), the most advanced leak detection
technology available today, provides 24-hour
automatic leak detection without tank shut-
down. No lost business. No lost operating
time.

Easy upgrade path
from existing TLS-350

Leading-edge
business
management
features

The TLS-350 Plus takes
business management a
step beyond normal fuel
inventory management.
The SiteFax option pro-
vides auto-dial fax capa-
bility, letting you send up
to 16 different reports to 8 separate fax
machines on a programmable schedule. The
TLS-350 Plus sends alarm messages to your
fax instantaneously.

The optional fuel manager software, available
for the TLS-350 Plus, allows you to track
average daily fuel usage, predict the days of
remaining inventory, and improve delivery

scheduling.

System Capabilities

» Continuous inventory monitoring

e Fast, 0.1 GPH in-tank leak detection
for up to 12 tanks

» CSLD option for continuous 24-hour
leak detection

Line leak detection
* SiteFax auto-dial fax capability

Ethernet/IP communications
* 4SITE advanced technology sensor
compatibility

Interstitial and piping sump leak
sensing for up to 64 sensors

* Vapor and groundwater monitoring
for up to 40 wells

External inputs

_
#
eV

By utilizing Inform, Veeder-Roots tank
management software, all inventory manage-
ment and environmental compliance, can be
easily centralized on a personal computer in
one location.

The use of these time and money saving
options extend your investment in the TLS-
350 Plus beyond environmental compliance
requirements, improving your bottom line.

* Relay outputs
 Programmable alarms
e Data communications
e All third-party tested

All proven in the field
» Easy upgrade to BIR

Emergency Generator

Applications

e Selectable via programming

* One system handles mix of standard
and emergency generator tanks

* Records generator activity

Complete inventory reports before and
after generator operation

)
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Integrated sowtion for ceNtralized,
Single SYStem site monitoring.

Standard Models

Console Form Number: 848290-022

Description:  TLS-350 Plus monitoring console with integral printer
Console Form Number: 848290-002

Description:  TLS-350 Plus monitoring console without integral printer
Console Form Number: 848291-021

Description:  TLS-350 Plus PC version without printer, keyboard or display

TLS-350 Plus Interface Modules

The TLS-350 Plus monitoring console contains three compartments in which individual interface modules can be installed. Interface modules
may be factory-installed in the console upon initial ordering, or ordered separately as spare modules to expand an existing system.

Form No.
Factory
Installed

Modules Description

LOW-POWER COMPARTMENT (Limit eight per console, unless otherwise noted)

Feature Compatibility (where applicable)

329356-002 Four-Input Probe Interface Module (Maximum three per Series 8473 0.1 GPH Magnetostrictive Probe
console. Includes terminal connector for one ground Series 8463 0.1 GPH Mag Plus Magnetostrictive Probe
temperature thermistor for the volumetric line leak detector).
329358-001 Eight-Input Interstitial/Liquid Sensor Series 7943 Interstitial Sensor for Fiberglass Tanks and
Interstitial Sensor for Steel Tanks
Series 7943 Piping Sump Sensor
Series 7943 Hydrostatic Sensor
329357-001 Five-Input Vapor Sensor Interface Module Series 7943 Vapor Sensor
329399-001 Five-Input Groundwater Sensor Module 4SITE Series 7943 Groundwater Sensor
329956-001 Eight-Input Type A Sensor Interface Module 4SITE Series 7943 Discriminating Interstitial Sensor
329950-001 Six-Input Type B Sensor Interface Module 4SITE Series 7943 Discriminating Dispenser
330843-001 Six-Input Pressurized Line Leak Interface Series 8484 Pressurized Line Leak Detection System
Module (One per console) Requires TLS-350 Plus version 7.0 or higher software
329356-004 Eight-Input Smart Sensor Module Series 857080 Mag Pan Sump Sensor
Series 857280 Vacuum Sensor
332250-001 Seven Input Smart Sensor Module Same as above

with Embedded Pressure Sensor

HIGH-POWER COMPARTMENT (Limit eight per console, unless otherwise noted)

329359-001 Four-Relay Output Interface Module

329360-001 Two-Input/Two-Relay Output Interface Module
329999-001 Pump Sense Interface Module Accepts up to four inputs
330374-001 Three-Output Pressurized Line Leak Series 8484 Pressurized Line Leak Detection System

Controller Interface Module (Two per console)

Requires TLS-350 Plus version 7.0 or higher software

COMMUNICATIONS COMPARTMENT (Limit three per console, unless otherwise noted)

330149-002 SiteFax Interface Module

Allows hookup to most remote facsimile, modem or teletype
equipment. Requires TLS-350 Plus version 3.0 or higher software.

330586-001 RS-485/232 Dual Port Communications Module (Slot 4 only)

330148-001 RS-232 Interface Module with Auxiliary Port Provides two 25-pin D-connectors for data transmission to
P.O.S. terminal, printing device or computer

329362-001 RS-232 Interface Module Provides a 25-pin D-connector for data transmission to
P.O.S. terminal, printing device, or computer

330000-001 Remote Printer Interface Module Provides a 25-pin D-connector for data transmission
to a remote serial printer

330883-001 WPLLD Communications Module

(Maximum one per console)
330020-425 Ethernet — TCP/IP Communications module Provides connectivity to local and wide area networks (LAN/WANS)
Specifications

Operating Temperature Range 32°F to 118°F (0°C to 45°C)

15°F to 118°F (10°C to 45°C)

Storage Temperature Range

For more information call
1-888-561-7942

Telephone: 860-651-2700

)
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Fiberglass Dispenser
Sumps

FlexWorks Fiberglass Dispenser Sumps
allow the supply piping to enter andfor
exit out of the sidewall of the containment
External Conduit Charnnel sump at a very low elevation. ldea! for
pressure piping systems requiring
indirect slope back 10 the tank.

Features & Benefits:

¥ Structural Integrity - engineered with
thick side walls to withstand backfilf and
high water table forces.

% Full Access Working Area - frame is
attached after plumbing is complete.

- A — 4 Al three models have an external
BE ; conduit channel,
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Ordering Specifications* - Fiberglass Dispenser Sumps

A B C D Weight
Model &
in, cm in. cm in, cm in. ¢m Ibs. kg
FDS-4021 17 43 42 106 ki Ll 42 108 102 48.27
FDS-4319 15 38 42 106 39 99 39 99 107 48,53
FDS-4721 15 38 42 166 41 104 48 121 125 56,70

Refer 1o FlexWorks Dispenser Sump Selection Chart {See Pages 34 - 35 of this catalog) lo select sumps for parlicular dispensers.

* Al models are designed wilh conduit-less frames. All models have an external conduil channel,

< Hemfflon, Ohic USA 45611 o Phone; (800} 422-2525 « Fax: (B0D) 421-3297 31



Ordering Specifications - FlexWorks Dispenser Sump Selection Chart

Dispenser Manufasture & Mo FoupmOimensons | o e nntcs| bommens | bempos s s Stbifer
) Polyethylene | Polyethylene | Polyethylene! Fiberglass | Fiberglass ar
GILBARCO M. cm Sump Sump Pan Sump Sump Kit
g;’.'f;";?r:i?'f:;’efso‘ 864 Series 15w k2" | 40x53 | DSAHI7F | DSW-H17F DPAHTE | DSF-AMTF | SBK-H00S
Salesmaker-2 Serfes (2" 53 ¢ Frame} 154" x 24" '._--4_0'_x_'5_3 I DSAMIF | DSWATTE | DP-s17F - DSF-A147F | SBK-11004
Hightine 148 Series (21" Frame ! 53 mm) 15" x 24" | '_;f_a'm';':_ss- | DSAMTF | DSW-117F - DSF-#117F | SBK-1100J
Highline 1418 Series (27" 169 cm Frame) 15" x 27" 40x53 © | DS-1123F | DSW-1123F | DP-1123F . DSF-1123F | SBK-1100J
Trimline 251, 252, 264, 262 (27" 169 cmFrame) | 15%" x 27" | '46:';'59'_"'._ DS-1123F | DSW-#123F | DP-1123F - DSF-1123F | SBK-1100
Trimline 154, 164, 251, 262 (27" /69 cm Frame) | 15%" x 24" 40x69 +| psrre | Dswernir DSF-#117F | SBK-1100J
Commerciat 850 Series (27" /69 cm Frame] 15 x 27 | 40x69 | DS-4123F | DSW-1123F | DP-1423F - DSF-11Z3F | SBK-1100J
Highline Salesmaker Series 1% 21" | 40%60 | DSAHTF | DSWAHTE DPAMTE |~ | DSF4HTF | SBK-100]
Highline Satesmaker Series (27169 cm Frame) | 15"" x 27" "'.::40:}:'5_5 | bs-mzF | psw-1123F | DP-1123F - DSF-1123F | SBK-H100J
Salesmaker-4 Series (27" / 69 cm Frame) 154, x 27" :':Qb'x'éé | DS-1123F | DSW-1123F | DP-1123F - DSF-112F ssmww
Legacy Series 15 x 2 | .'fdb'xé'gl | Ds-12aF | DswA123F | DP-t123F . DSF-1123F | SBK-11004
Encore Seriés 2% X 40%" -_'6_0"':}}10_3_ | s-a36 [ RSWI36 | ppgss | Fpsarat | DS | spkc1aone
Advantage (3"/91 e Frame Models) 20 x 3" | 55x91 DS-4630 | DSW-1630 | DP-1630 . DSF-1630 | SBK-1600
Quad or Dual o .
Blender X + O (36" /91 cm}
Advantage (48" ] $22 cm Frame Models) 2 xag' | 55 .x:_1._2_2_:':' DS-1642 | DSW-1642 FDS-4021 | DSF-1642 | SBK-1600°
Biender Six-Hose BN -
Blender Single-Hose
u Blender X + O 48" /122 cmj or X + 1 (48" 1122 cm)
MPD-1, MPD-2, MPD-3 16" x48" | #1x122. | D5-1036 - SBK-1000.
MPD Fixed Blender 16 x4 | #x122 | DS-103 SBK-10004
BENNETT
Bennett Pacific 1331_';?;,." 49 x 190 DS-1543A SBK-1500A
Bennett 3000 Series 20" x 30" 51x76 DS-11238 SBK-11004
* For FDS-4721 Models, use Stabilizer Bar SBO-0300.
** For FDS-4021 Models, use Stabilizer Bar SBK-1800.
W‘ORKS The complete Environmental System for underground

34
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Ordering Specifications - FlexWorks Dispenser Sump Selection Chart

FlexWorks

Dispenser Manufaoturer & Model FUUthipg;::s‘:sm“S One-Piece V\ii?:v:;);tzs gﬁfm: g?x:v:?;x v\zif:mtzs Stagilizer
. Polyethylene | Polyethylene | Polyethylene | Fiberglass | Fiberglass E,"
GASBOY n. em Sump Sump Par Sump Sump Kit
02154, 216A (19-78" Frame / 50.5 mm} 7% X 194" | 49x505. 1 DSANTF | DSW-AUTF | DP-NTF DSFAMTF | SBK-1300J
52 and 53 Series 17 % 19%" -:-'#:xlsd_.s' DSAMIF | DSW-1117F | DP-H17F - DSFATF | SEK-AtGD)
8700, 3800, 9100, 9800 Series k25 | 44x635 | 08120 - SBAH100)
25" Frame 63.5 mm T x25 | A4x635-
?;; p ??gf;r?:?;gamﬂg‘)se’ies x| wax7t | DSH2s | DSWA123 | DRz DSF-1123F | SBK-11004
9850A 1% x 20" | 40x69. | D420 | DSW-1120 DSF-1120 | SBK-1100J
* Stabilizer bar is installed widthwise in dispenser sump
DRESSER / WAYNE
350, 357, 358, 360, 370 Series 15 x25%" | - 3086 | DS-M2E | DSWA12IE | DP-HZE - DSF-1423F | SBK-1100J
Vista 380 Series (387, 389) 20"x 38" |- 51x 89 | DS4220 | DSW-1229 - DSF-1229 | S$BK-1200J
Vista 590 Series {590, 595) 7 x 48" | 5:5_1 x 122 | bsq2e2 | Dsw-r2a2 - DSF-1242 | SBK1200J
Vista 300 Series (395, 309) 0 x4p | 51 '_:;'_1_2'2" | DS1242 | DSW-1242 . DSF-1242 | SBK-12004
Vista 490 Series 2 x4 | E1x _j1§_2'. | Ds242 | DSWet22 DSF-1242 | SBK-1200
DL390, 395, 399 Series 20 x4s |51 11_2_2_.' | DS-4242 | DSW-1242 DSF-1242 | SBK-1200
HS1 Satellite / 287 Series 20°x35" | 81x89 | DS4229 | DSW-22 - DSF-1229 | SBK-1200J
Ovation 19 x 424" | 50X 10 - | DSASaAn it FDS-4319 | Ror IS8, | spk1s00
Select 194X 32" | A9x82. | DS-1928™ | DSW-1630 - DSF-1630 | SBK-1600"
Global Century 19 x32%" | soxmy | DS926" | DSWA1630 - DSF-1630 | SBK-1600***
Reliance 19 3240 | 49%82 | DS928* | DSW-1630 DSF-1630 | SBK-1600%
HS3 / Vista 1A | 49X B DS-1630 | DSW-1630 | DP-1630 DSF-1630 | SBK-1600
TOKHEIM
1200, 1248, 1250 Series 179 x25° | 44x84 DS-120 | DSW-1120 DSF-1120 | SBK-11004
3308, 3338 Series 17%"x 44" | Mx112 | DS1642 | DSW-1642 DSF-1642 | SBK-1600
* For FDS-4319 Mode! use Stabilizer Bar SBO-0250
** For DS-1543A Model use Slabilizer Bar SBK-15004; for DSF/DSW-1543 Models use Stabilizer Bar SBK-1500
*** For [8-1928 Modei use Stabilizer Bar SBK-15004; for DSFIDSW-1630 Models use Stabilizer Bar SBX-1600
_3553 ;tmm.ﬂm o froad o Hamilion, Ohic USA 4501 = Phone: (800} 422-2525 -+ Fax: (B00) A21-3297 35




REVISIONS

REV | DESCRIPTIGN [ BATE | APPROVED

GENERAL NOTES & SPECIFICATIONS

1. MATERIAL: POLYESTER BASED ISOTHALIC RESIN W/ GLASS
REINFORCEMENT

2. RESIN TO BE CHEMICALLY COMPATIBLE W GASCLINE &
ALCOHOL BLEND FUELS.

3. PERCENTAGE ON PART WEIGHT TO BE GLASS: 33% MIN

4. INNER AND OUTER WALL THICKNESS TO BE A MINIMUM
OF 187

5. COLOR: SPRINGTIME GREEN

6. ALL PARTS TO BE HYDROSTATICALLY TESTED TO CHECK
FOR WATER TIGHTNESS.

35 3/8" 7. FRAMED BY VENDOR.
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